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Connemara Walling 

Features 

 

• Rustic effect walling system 

• Available in 3 size mix 

• Can be glued together – no mortar 

• Suitable for decorative wall, raised beds, barbecues or informal seating area 

 

Product Range 
Range Dimensions 

(mm) 
Colours  Pcs 

Per 
m2 

m2 
Per 
bale 

Pcs  
Per 
bale 

No. 
Layers 

Approx. 
Bale  
Weight 
(KG) 

Profile 

Connemara (Split) 3 Size 75mm 
 

Raven/White, Curragh 
Gold 

N/A 4 210 10 1280 N/A 

3 Size 150mm N/A 4 105 5 1280  

 
 
 
 
 
 

 

Eco Paving Range Kilsaran  are   committed  to 

leading the way in the industry with sustainable and 

environmentally friendly product manufacturing and 

continual product development. 

 

Technical Support 
Help with the preparation of specifications using any of Kilsaran’s hard 

landscaping products, including design, BIM and NBS is available through 

our dedicated technical team and regional sales office. 

For further information, please contact Kilsaran’s Technical Team: 

techinical@kilsaran.ie 

 

Product Type 

Product Standard 

Manufacturing Method 

Constituents 

Packaging Information 

Application 

Strength 

Concrete Walling 

EN 13198  

Hydraulically pressed semi dry concrete, hydraulically split riven face 

Aggregates, sand, admixtures, cement, colour pigments 

Baled, strapped and plastic cover 

Patios, Path and Commercial 

Typical compressive strength ≥10 MPa when tested to EN 771 
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